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8705 MERRILLVILLE RD.

MERRILLVILLE

MAS-17-136

SCHOOL

MERRILLVILLE, IN. 46410

WOOD TRUSSES @ 2'-0" O.C.

R-38 INSULATION

DOUBLE TOP PLATE

LVL STUDS @ 16" O.C.

w/ 5/8" EXTERIOR SHEATING

5/8" GYP. BOARD TAPED

& FINISHED

2x6 WOOD STUDS @ 16" O.C.

w/ 5/8" EXTERIOR SHEATING

5/8" GYP. BOARD TAPED

& FINISHED

R-38 INSULATION

DOUBLE TOP PLATE

4" THICK CONC. SLAB W/

6"X6", 10/10 W.W.M. OVER

6 MIL VAPOR BARRIER OVER

4" MIN. COMPACTED GRANULAR FILL

2" RIGID INSULATION ALONG

INSIDE PERIMETER OF FOUNDATION

10" POURED CONCRETE

FOUNDATION

1/2" EXPANSION MATERIAL

BRICK VENEER

TOP OF SLAB

ELEV. 100'-0" (REF.)

TOP OF SLAB
ELEV. 100'-0" (REF.)

TRUSS BEARING

ELEV. 112'-0"

R-19 INSULATIONR-19 INSULATION

8" FRIEZE BRD.

SOLDIER COURSE

BRICK VENEER ( LIGHTER IN COLOR)
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SUSPENDED CEILING TILE

4" THICK CONC. SLAB W/

6"X6", 10/10 W.W.M. OVER

6 MIL VAPOR BARRIER OVER

4" MIN. COMPACTED GRANULAR FILL

2" RIGID INSULATION ALONG

INSIDE PERIMETER OF FOUNDATION

10" POURED CONCRETE

FOUNDATION

1/2" EXPANSION MATERIAL

TRUSS BEARING

ELEV. 124'-6"
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SOLDIER COURSE

BRICK VENEER ( LIGHTER IN COLOR)

ASPHALT SHINGLES

WOOD TRUSSES @ 2'-0" O.C.

TUBE FRAME WINDOW

w/ TINTED INSULATED GLASS

8" FRIEZE BRD.

SCALE: 1/2" = 1'-0"

A

WALL SECTIONS EXTERIOR 

WALL SCALE: 1/2" = 1'-0"

B

WALL SECTIONS EXTERIOR 

WALL

EXHAUST FAN

NOTE:

TESTING SHALL OCCUR FOR THE KITCHEN HOOD

SYSTEM. THE LOCAL OFFICIAL SHALL HAVE A

MINIMUM OF FORTY-EIGHT HOURS (48) NOTICE OF

THE TEST.

GREASE DUCT SPECIFICATIONS

PROVIDE GREASE DICT EQUAL TO VENTILATION

DIRECT MODEL "VDW"

ROUND 20GA. 430 S.S. DUCTWORK. MODEL "VDW"

IS LISTED TO UL-1978 AND IS INSTALLED USING "V"

CLAMP LOCKING CONNECTIONS SEALED w/ 3M FIRE

BARRIER 2000 PLUS. MODEL "VDW" DOES NOT REQUIRE

WELDING PROVIDING IT HAS BEEN INSTALLED PER THE

MANUFACTURES INSTALLATION GUIDE.

PROVIDE RATED ACCESS DOORS AT EVERY CHANGE

IN DIRECTION AND EVERY 12' O.C.

PER MANUFACTURES LISTING NODEL "VDW" HORISONTAL

RUNS LESS THAN 75' CAN BE SLOPED 1/16" PER 12",

HORIZONTAL RUNS MORE THAN 75', CAN BE SLOPED 3/16"

PER 12". DUCT SHOULD BE SLOPED AS MUCH AS POOSSIBLE

TO REDUCE THE CHANCE OF BREASE ACCUMULATION IN

HORIZONTAL RUNS.

IF THE DUCT IS WITH 18" OF COMBUSTIBLE MATERAL, PROVIDE

UL-2221 LISTED DOUBEL WALL GREASE DUCT EQUAL TO VENTILATION

DIRECT MODEL "VDW-2R, 3R OR 3Z"

ROUND 20 GAUGE 430 S.S. INNER DUCT INSULATED w/ A 24 GAUGE

430 S.S. OUTER SHELL.

- PRIOR TO USE OR CONCEALMENT OF ANY

PORTION OF THE GREASE DUCT SYSTEM A

LEAKAGE TEST SHALL BE PERFORMED;

- A PERFORMANCE TEST SHALL BE CONDUCTED

UPON COMPLETION AND BEFORE FINAL APPROVAL

OF THE HOOD AND DUCT SYSTEM. THIS TEST

SHALL VERIFY THE EXHAUST AIRFLOW, MAKEUP

AIRFLOW, CAPTURE AND CONTAINMENT OF THE

EXHAUST SYSTEM; AND

-A CAPTURE AND CONTAINMENT FIELD TEST

SHALL BE CONDUCTED WITH ALL APPLIANCES

UNDER THE HOOD.

SECTION: IMC 506.3.2.5, 507.16.1

GREASE DRAIN

 APRON FLASH

BACKPAN  FLASH

ALLOW FOR REQUIRED THERMAL MOVEMENT BETWEEN

CURB FLASHING AND ROOF MOUNTED UNIT,  @ BOTH TOP

AND BOTTOM.

SCALE: 1/2" = 1'-0"

C

WALL SECTIONS EXTERIOR 

WALL

2x6 WOOD STUDS @ 16" O.C.

w/ 5/8" EXTERIOR SHEATING

DOUBLE TOP PLATE

4" THICK CONC. SLAB W/

6"X6", 10/10 W.W.M. OVER

6 MIL VAPOR BARRIER OVER

4" MIN. COMPACTED GRANULAR FILL

2" RIGID INSULATION ALONG

INSIDE PERIMETER OF FOUNDATION

10" POURED CONCRETE

FOUNDATION

1/2" EXPANSION MATERIAL

BRICK VENEER

R-19 INSULATION

8" FRIEZE BRD.

SOLDIER COURSE

BRICK VENEER ( LIGHTER IN COLOR)
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ASPHALT SHINGLES

3
12

1/2" OSB EXTERIOR SHEATHING

1/2" AIRSPACE

BRICK VENEER

MASON CONTRACTOR TO

SUPPLY TIE BACKS, WEEP HOLES

& RELIEF CUTS AS REQUIRED

1/2" OSB EXTERIOR SHEATHING

1/2" AIRSPACE

MASON CONTRACTOR TO

SUPPLY TIE BACKS, WEEP HOLES

& RELIEF CUTS AS REQUIRED

1/2" OSB EXTERIOR SHEATHING

1/2" AIRSPACE

MASON CONTRACTOR TO

SUPPLY TIE BACKS, WEEP HOLES

& RELIEF CUTS AS REQUIRED

ASPHALT SHINGLES
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