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SCALE: 1/8" = 1'-0"
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3" CONDUIT FOR CABLE USE

 BACK-CHARGED AGAINST THIS CONTRACTOR'S CONTRACT.

SYSTEM REQUIREMENTS.

ALL EXHAUST FANS ARE TO BE FURNISHED AND INSTALLED BY THE MECH.

 EXTERIOR OF THE BUILDING. THE ELECTRICAL CONTRACTOR SHALL

SUPPLY WIRING AND CONNECT TO THE EXHAUST UNITS ONLY.

CONTRACTOR. THIS SHALL INCLUDE DUCTING PER DUCTINGTO THE

THE ELECTRICAL CONTRACTOR SHALL COORDINATE EQUIPMENT CONNECTION WITH

THE CONTRACTOR PROVIDING  SAME TO INSURE A PROPER AND COMPLETE

INSTALLATION OF  EACH PIECE OF EQUIPMENT AND TO MEET  THE OVERALL

THERMOSTATS FOR HEATING AND AIR-CONDITIONING EQUIPMENT TO BE FURNISHED

BY THE H.V.A.C. CONTRACTOR. THE ELECTRICAL CONTRACTOR SHALL RUN THE

CONTROL WIRING FROM THE THERMOSTAT TO THE EQUIPMENT, AND IS

 RESPONSIBLE FOR VERIFYING THE PROPER INSTALLATION AND FOR

THE FINAL CONNECTION TO THE MECHANICAL EQUIPMENT.

THE ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR A NEAT "WORKMANLIKE"

SHALL BE MADE FOR ITEMS UNDERSTOOD TO BE A REASONABLE PART OF

REQUIRED BY THE LOCAL AND STATE BUILDING DEPARTMENTS.  THE CONTRACTOR

PERMITS, BONDS AND OTHER NECESSARY LICENSES OR APPLICATIONS AS

THE ELECTRICAL CONTRACTOR SHALL OBTAIN AND PAY FOR ALL REQUIRED

FINISHED IN A TIMELY MANNER AS TO NOT HOLD UP OTHER TRADES WORK AND

TO TAKE NECESSARY STEPS TO KEEP HIS WORK IN CONTROL, INSPECTED AND

THE COMPLETED PROJECT ACCORDING TO SCHEDULE.  THIS CONTRACTOR AGREES

APPARENT CAUSES AND THE REMEDIAL ACTION TO BE TAKEN TO ACCOMPLISH

INTENDENT OR PROJECT MANAGER INFORMED OF ANY SCHEDULE DELAYS AND

TO ATTEND PROGRESS MEETINGS AND AT ALL TIMES TO KEEP THE JOBSITE SUPER-

WITH OTHER TRADES. IT IS REQUIRED BY CONTRACT FOR THE ELECTRICAL CONTRACTOR

THE ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR THE COORDINATION OF WORK

THIS WORK AFTER SUCH CONTRACT IS SIGNED.

THERE-BY THE ENTIRE PROJECT'S TIMELY COMPLETION.

SIGNING ANY FORM OF CONTRACT FOR THE RESPECTIVE WORK.  NO ALLOWANCE

WHICH NEED TO BE ADDRESSED SHALL BE DONE PRIOR TO BIDDING OR

BE UNDERSTOOD TO BE A PART OF THIS BID. QUESTIONS OR CLARIFICATIONS

( EVEN IF NOT EXPRESSLY SHOWN ) SHALL, BY ACT OF SUBMITTING A BID,

AND SCHEMATICS NECESSARY TO PERFORM A COMPLETE, SERVICABLE JOB

METHODS, FIRE STOPPING, PATCHING REQUIREMENTS, SPECIAL INSTALLATION REQUIRE-

FOR AREAS OF WORK THAT DIRECTLY AFFECT THE ELECTRICAL DESIGN, INSTALLATION

THIS CONTRACTOR SHALL REVIEW THE ENTIRE SET OF CONSTRUCTION DOCUMENTS

TO INSTALL A SYSTEM FOUND TO BE IN NON-COMPLIANCE.

PROVISIONS OR IN ANY WAY GIVE PERMISSION TO THE ELECTRICAL CONTRACTOR

ONLY, THE INFORMATION SHOWN SHALL IN NO WAY SUPERCEED THE CODE

THE SCOPE OF WORK REQUIRED FOR A ELECTRICAL INSTALLATION

WITHIN THIS SET OF CONSTRUCTION DOCUMENTS ARE INTENDED TO ILLUSTRATE

OR CODES HAVING JURISDICTION.  THE PLANS AND SPECIFICATIONS CONTAINED

WITH THE STANDARD ELECTRICAL CODE PROVISIONS AND LOCAL REGULATIONS

THE ENTIRE ELECTRICAL SYSTEM SHALL BE INSTALLED IN STRICT ACCORDANCE

AS INDICATED WITHIN THE SCOPE OF THESE PLANS AND SPECIFICATIONS.

NECESSARY TO PROVIDE THE OWNER A SERVICABLE AND COMPLETE SYSTEM

AGREES TO PROVIDE ALL LABOR, TOOLS, EQUIPMENT AND APPROVED MATERIAL

ACT OF SUBMITTING A BID FOR THE PROPOSED WORK, THIS CONTRACTOR

ELECTRICAL INSTALLATION THAT IS COMPLETE IN EVERY RESPECT. BY

MENTS AND SCHEDULING OF ACTUAL INSTALLATION.

APPROVED AFTERWARD.

AND WILL BE REQUIRED TO PROVIDE SAME IF THE MATERIAL THEY USED IN THEIR

 SHOULD THIS CONTRACTOR FAIL TO KEEP HIS TRADES WORK CLEAN FROM

DEBRIS ACCUMULATION, THE JOB SITE SUPERINTENDENT WILL SEE THAT A FIRM

 OR PERSON WILL PERFORM THE CLEAN-UP AND HAVE THE EXPENSE

PROPOSAL WAS NOT APPROVED PRIOR TO BIDDING OR IS VIEWED AFTER THE

BIDDING NOT TO MEET THE QUALITY REQUIREMENT. IT IS THIS CONTRACTORS'

RESPONSIBILTIY TO OBTAIN THE APPROVAL PRIOR TO BID OR RISK IF NOT

THIS CONTRACTOR IS RESPONSIBLE FOR DAILY CLEAN-UP OF HIS DEBRIS AND

MATERIAL ORGANIZATION TO KEEP THE JOB SITE NEAT IN APPERANCE.

ALLOW ANY PORTION OF HIS WORK TO BE COVERED OR CONCEALED PRIOR

ACCORDANCE WITH THE LOCAL REQUIREMENTS.  THIS CONTRACTOR SHALL NOT

THE ELECTRIC EQUIPMENT SCHEDULES SHOWN ON THE PLAN ARE INTENDED

TO ESTABLISH THE TYPE AND QUALITY OF EQUIPMENT REQUESTED BY THE OWNER

AND ENGINEER. EQUALS MAY BE USED IF BID AS A VOLUNTARY ALTERNATE. THIS

CONTRACTOR IS REQUIRED TO MEET THE ESTABLISHED QUALITY IN ANY CASE,

INTENDENT THE NAME OF HIS APPOINTED SAFETY OFFICER AND PHONE NUMBER

RECORDS AND REVIEW.  THIS CONTRACTOR SHALL FURNISH TO THE JOBSITE SUPER-

ON THIS PROJECT.  THE INFORMATION MAY BE GIVEN TO THE JOBSITE OFFICE FOR

REQUIRED MSDS SHEETS FOR PRODUCTS, CLEANERS AND OTHER MATERIALS USED

THIS CONTRACTOR IS REQUIRED TO MAINTAIN A MANUAL ON SITE CONTAINING THE

TO REQUIRED INSPECTIONS AND WRITTEN NOTICE OF APPROVAL.

FOR USE IN THE EVENT OF AN EMERGENCY.

SHALL CALL FOR ALL NECESSARY INSPECTIONS AND PERFORM SAME IN

GENERAL LAYOUTS, DETAILS

GENERAL ELECTRICAL SPECIFICATIONS
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ELECTRICAL SYMBOLS
SYMBOL DESCRIPTION

S

S 3

OCCUPANCY SENSOR & SWITCH

SINGLE POLE SWITCH

THREE-WAY  SWITCH

SYMBOL DESCRIPTION

DUPLEX  RECEPTACLE

DOUBLE  DUPLEX  RECEPTACLE

GFI  RECEPTACLE

WEATHERPROOF GFI RECEPT

30 AMP, 240VOLT RECEPTACLE

50AMP, 240VOLT RECEPTACLE

"DD" = DEDICATED SINGLE DISPOSAL RECEPT.

JUNCTION BOX

DISCONNECT  SWITCH

G

G
WP

30

50

D DEDICATED DUPLEX RECEPTACLE

"DM" = DEDICATED SINGLE MICROWAVE RECEPT.

J

ECH 1KW - WALL HEATER w/ THERMOSTAT
SEMI-RECESSED CABINET TYPE

ELECTRICAL POWER PANEL

STROBE LIGHT CONNECTED TO
120V SMOKE DETECTORS IN THE UNITSL

TELEPHONE, TV, AND DATA, (1) RG-6

TELEPHONE & DATA, 1-CAT-5E

COAX, 2 -CAT5 E

A SYSTEM SMOKE DETECTOR

F SYSTEM FIRE ALARM PULL STATION

SYSTEM FIRE ALARM HORN / STROBEH

WP

S

H S
SYSTEM FIRE ALARM HORN / STROBE
WEATHERPROOF

FACP FIRE ALARM SYSTEM CONTROL PANEL

FAAN FIRE ALARM SYSTEM ANNUNCIATOR PANEL

V STROBE ONLY

TS TAMPER SWITCH MONITOR MODULE

FS FLOW SWITCH MONITOR MODULE

EMERGENCY LIGHT

LED  EXIT SIGN LIGHT
X

EL ELX EXIT / EMERGENCY LIGHT
COMBO UNIT

EXTERIOR EXIT REMOTE 
PATH LIGHTRLX

1 KW

RTU-1-       AMP / 277V
MOTOR CONNECTION

RTU-1

UH-1 -    AMP / 277V
MOTOR CONNECTION

UH-1

EF EF-1   60 CFM  EXHAUST LOW SONE FAN
EF-2   100 CFM EXHAUST  FAN

RELAY CONTROL PANEL
RCP

OC S

EXIT SIGN EMERGENCY LIGHT 
COMBO w/ PATH LIGHT BALLAST

ELX2

T

FINISHED FLOOR

DIGITAL

THERMOSTAT

UNIT
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CONTROL PANELS
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EQUIPMENT AND DEVICE MOUNTING HEIGHT DETAIL
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