FRESH AIR INTAKE HOOD

FACTORY INSTALLED
ECONOMIZER DAMPER,
ACTUATOR AND
CONTROLLER.
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4 DETAIL - ROOF TOP UNIT
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DIMENSIONS
MAUST

—ALTHOUGH DRAWINGS ARE DRAWN TO SCALE
THE ACCURACY OF THE DRAWING CANNOT BE
GUARANTEED DUE TO DISCREPANCIES IN THE
METHODS OF REPRODUCTION.

—ALL DIMENSIONS, ROUGH OPENING SIZES, AND
ELEVATION MARKERS MUST BE FIELD VERIFIED
BY THE GENERAL CONTRACTOR.
ARCHITECTURAL SERVICES SHALL NOT BE HELD
BROUGHT TO THEIR ATTENTION PRIOR TO

SHOULD BE DERIVED FROM DIMENSIONED
CONSTRUCTION.

PLANS.
DISCREPANCIES WHICH HAVE NOT BEEN

RESPONSIBLE FOR ANY DIMENSIONAL
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LOC DIMENSION CONDITION

48—in (1219 mm) Unit disconnect is mounted on panel

& 18—in (457 mm) No disconnect, convenience outlet option
18—in (457 mm) Recommended service clearance
12—-in (305 mm) Minimum clearance
42—in (1067 mm) Surface behind servicer is grounded (e.g., metal, masonry wall)

B 36—in (914 mm) Surface behind servicer is electrically non- conductive (e.g., wood, fiberglass)

Special Check for sources of flue products within 10-ft of unit fresh air intake hood

36—in (914 mm) Side condensate drain is used

C 18—-in (457 mm) Minimum clearance
48-in (1219 mm) Mo flue discharge accessory installed, surface is combustible material

5 42—in (1067 mm) Surface behind servicer is grounded (e.g., metal, masonry wall, another unit)

36—in (914 mm)
Special

Surface behind servicer is electrically non- conductive (e.g., wood, fiberglass)
Check for adjacent units or building fresh air intakes within 10—ft of this unit’s flue outlet
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9 UNIT SERVICE CLEARANCE

SCALE: NONE

MERRILLVILLE
SCHOOL

8705 MERRILLVILLE RD.
MERRILLVILLE, IN. 46410

REVISIONS :

DATE :

JOB NO. MAS—-17-136

NAME:

SHEET:

MI1O3



micha
Sm Indiana


