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8705 MERRILLVILLE RD.

MERRILLVILLE

MAS-17-136

SCHOOL

MERRILLVILLE, IN. 46410

SCALE: 1/8" = 1'-0"
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NOTES:

ALL FLOOR DRAINS IN THE IMMEDIATE FOOD PREP AREA

SHALL DISCHARGE INTO THE GREASE INTERCEPTOR

AIR CHAMBER'S SHALL BE INSTALLED IN THE RISER WATER

PIPES, AND SHALL BE @ LEAST TWENTY-FOUR (24) INCHES IN

LENGTH AND AT LEAST THE SAME SIZE AS THE RISER.

WASHING MACHINES SHALL HAVE THE APPROVED

INTERCEPTOR OR SIMILIAR DEVICE TO PREVENT MATERIALS

DETRIMENTAL ENTERING INTO THE SEWAGE SYSTEM.

ELEVATOR SUMP PUMP SHALL INDIRECTLY CONNECT TO THE

SANITARY DRAIN.

CLEANOUT SHALL BE PROVIDED AT, OR NO MORE THAN FOUR (4)

FEET ABOVE, THE BASE OF EACH VERTICAL WASTE OR SOIL STACK

VENDING ROOM FLOOR DRAINS SHALL BE ACCESSIBLE AND READILY

CLEANED, AND SHALL BE LOCATED SO THAT THEY ARE EASILY

VISIBLE'

ALL EMPLOYEE OR PUBLIC SINKS SHALL BE A MAXIUM OF

SIX AND A HALF (6 1/2") DEEP AND MOUNTED WITH THE TOP EDGE

A MAXIUM OF THIRTY-FOUR INCHES (34") ABOVE THE FLOOR.

-THE SINK DEPTH FOR LAVATORY SINKS DOES NOT APPLY.

ICE MACHINE, COFFEE, TEA, JUICES, OR SIMILILAR BEVERAGE

DISPENSERS SUPPLIED WITH POTABLE WATER, SHALL BE PROVIDE

WITH AN APPROVED BACKFLOW PREVENTER DEVICE APPROPRIATE

FOR EACH TYPE OF MACHINE.

EMERGENCY EYEWASH FIXTURE SHALL HAVE THE PROPER MIXING

VALVE ASSE 1071- LISTED AND SHALL MEET THE REQUIREMENTS

OF THE ANSI/ISEA Z358.1-2009 INSTALLED TO DELIVER TEPID

WATER TEMPERATURE.

ALL HAND-HELD SHOWER SPRAY UNIT(S) SHALL HAVE AN

ATMOSPHERIC VACUUM BREAKER COMPLYING WITH ASSE 1041

INSTALLED IN-;INE ON THE HOSE

BACKFLOW DEVICES SHALL BE TESTED AND APPROVED BY A

"CROSS CONNECTION CONTROL DEVICE INSPECTOR (CCCDI)

BEFORE INITIAL OPERATION.

PLUMBING FIXTURES SHALL DELIVER HOT WATER AT A MINIMUM

OF 120¿° FAHRENHEIT, EXCEPT FIXTURES REQUIRED TO DELIVER

AA MAXIUM OF 110¤° FAHRENHEIT.

HOT AND COLD WATER SUPPLY PIPES FEEDING THE WASHING

MACHINES SHALL HAVE THE APPROVED BACKFLOW PROTECTION

DEVICES.

A DRAIN DOWN VALVE SHALL BE INSTALLED ON THE DISCHARGE

SIDE OF THE METER VALVE.

ALL ACCESSIBLE LAVATORY SINK AND SHOWERS SHALL BE

INSPECTED BY PLUMBING INSPECTOR TO CONFIRM DELIVER

TEMPERED WATER NOT TO EXCEED 110° FAHRENHEIT.

A PLUMBING INSPECTOR SHALL FIELD VERIFY THE DRAIN,

WASTE, VENT AND WATER DISTRIBUTION SYSTEM SHALL BE PROPERLY

SIZED IN ACCORDANCE WITH THE APPROPRIATE TABLES FOUND IN

890.APPENDIX A.

ALL WATER CLOSETS TO BE LOCATED  EIGHTEEN (18") INCHES

CENTER FROM THE SIDEWALL WITH APPROPRIATE SIZE GRAB

BAR INSTALLED

HOT WATER

COLD WATER

SANITARY LINE

GREASE INTERCEPTOR w/

INSPECTION MAN HOLE

SIZE PER LOCAL CODE

SEE MANUFACTURE OF EACH
ITEM USED IN KITCHEN

NOTE:
ALL WATER SUPPLY LINES MUST
BE SIZED PER SPECIFATION OF
EACH INDIVIDUAL EQUIPMENT ITEM
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RECOVERY
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