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8705 MERRILLVILLE RD.

MERRILLVILLE

MAS-17-136

SCHOOL

MERRILLVILLE, IN. 46410
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THICKENED SLAB

THICKENED SLAB

THICKENED SLAB

4" CONCRETE SLAB

6x6X 10/10 WIRE MESH w/ SMOOTH TROWEL FINISH

-(1) COAT OF KURE-N-SEAL

TOP OF SLAB

ELEV. 100'-0"

R-10 RIGID

PERIMETER INSULATION

EXPANSION MATERIAL

@ ALL EXTERIOR PERIMETER 

NOTCH 8"  FOR ALL DOORWAYS

TYP. (4) PLACES

7.) ALL REINFORCING BARS TO BE 60,000 P.S.I.

6.) ALL ANCHOR BOLTS TO BE SET BY TEMPLATE ONLY.

5.) CONCRETE FLOOR TO BE 3,500 P.S.I (GRAVEL COMMERICAL MIX)

4.) CONCRETE PIERS TO BE 3,500 P.S.I. AT 28 DAYS.

3.) CONCRETE FOOTING TO BE 3,500 P.S.I. AT 28 DAYS.

2.) ALL CONCRETE DIMENSIONS SHOWN ARE MINIMUMS.

FOUNDATION NOTES

   AT 28 DAYS.

1.) SOIL BEARING CAPACITY ASSUMED TO BE 2,500 P.S.F.

8.) ALL EXTERIOR CONCRETE TO HAVE ONE LAYER OF

6x6 10/10 W.W.M.

9.) ALL EXTERIOR CONCRETE TO BE 4,000 PSI

w/LIMESTONE AGGREGATE.
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