FOUNDATION NOTES

1.) SOIL BEARING CAPACITY ASSUMED TO BE 2,500 P.5.F.
2.) ALL CONCRETE DIMENSIONS SHOINN ARE MINIMUMS.
3.) CONCRETE FOOTING TO BE 3,500 P.5.I. AT 28 DAYS.
4.) CONCRETE PIERS TO BE 3,500 P.5.1. AT 28 DAYS.
5.) CONCRETE FLOOR TO BE 3,500 P.5.1 (GRAVEL COMMERICAL MIX)
AT 28 DAYS.
0.) ALL ANCHOR BOLTS TO BE SET BY TEMPLATE ONLY.
7.) ALL REINFORCING BARS TO BE 60,000 P.S.1.

8.) ALL EXTERIOR CONCRETE TO HAVE ONE LAYER OF
ox6 10/ 10 INUALM.

9.) ALL EXTERIOR CONCRETE TO BE 4,000 P51
w/LIMESTONE AGGREGATE.
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AND 12" FROM ALL CORNERS MAKX.
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GENERAL NOTES

-ALTHOUGH DRAININGS ARE DRAINN TO SCALE, THE

ACCURACY OF THE DRAINING CANNOT BE

GUARANTEED DUE TO DISCREPANCIES IN THE METHODS
OF REPRODUCTION. DIMENSIONS SHOULD BE DERIVED
FROM DIMENSIONED PLANS.

SERVICES SHALL NOT BE HELD RESPONSIBLE FOR ANY
DIMENSIONAL DISCREPANCIES INHICH HAVE NOT BEEN

BROUGHT TO THEIR ATTENTION PRIOR TO

GENERAL CONTRACTOR. MAUST ARCHITECTURAL
CONSTRUCTION.

-ALL DIMENSIONS, ROUGH OPENING SIZES, AND
ELEVATION MARKERS MUST BE FIELD VERIFIED BY THE
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These drawings are the property of Maust Architectural Services and may not be reprinted, copied
or reused in any manner without the expressed written consent of Maust Architectural Services.
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